
 

 

IT IS THE RESPONSIBILITY OF THE WINDOW MANUFACTURER TO ENSURE THAT THE FINISHED WINDOW MEET ANY REQUIRED SAFETY AND PERFORMANCE SPECIFICATIONS 
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SP312/ 316EZ -EXTREME 
 
 

 and during cleaning of windows. 
 

 
 

 
 
 
 
 

 

When fitting the SP268 /316 please observe. BS8213 Part 1: 1991 Code of practice for safety in use 

PRODUCT 
SIZE 

INS 

SIZE 

MM 

WINDOW SIZE APPROX 

WIDTH MM 

WINDOW WEIGHT APPROX 

KG 

STACK HEIGHT 

MM 

OPENING  

ANGLE 

SP312EZ Extreme 12 311 700 30Kg 13 & 17 85° 

SP316EZ  Extreme 16 406 800 35Kg 13 & 17 89° 

Initial opening similar to Standard Side Hung Friction Stay 

Full  opening to 90º Providing clear egress in excess of  500mm on a 600mm wide vent 

Easy to operate thumb catches allow the vent to slide to the Easy clean position giving between 100 and  250mm clear opening 

To reset simply close  the window and then re-open to go back to the egress position and close 
When fitting the SP312 /316 please observe. BS8213 Part 1: 1991 Code of practice for safety in use and during cleaning of windows. 

  


