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Sterling SP Vent Size and Weight Chart      
(Product Range From January 2007 Rev. 1 July 2007 Rev. 2 June 2008) 

Hinge Code  
 

(Top Hung) 

Max. vent 
Weight  
(kg / lb) 

Min. Vent 
Height  

(mm / inches) 

Max. Vent 
Height 

(mm / inches) 

Opening Angle 
 

(+/- 2.5°) 

SPT10 40 / 88.2 267 / 10.5 640 / 25.2 50° 

SPT12 50 / 110.2 635 / 25 800 / 31.5 50° 

SPT16 & SPT16W 65 / 143.3 787 / 31 1100 / 43.3 50° 

*SPTH16 100 / 220.5 600 / 23.6 1100 / 43.3 30° 

*SPT22 100 / 220.5 1090 / 42.9 1500 / 59 45° 

*SPT22W 100 / 220.5 1500 / 59 2000 / 78.7 20° 

*SPT26 180 / 396.9 2000 / 78.7 2500 / 98.4 20° 

Hinge Code  
 

(Side Hung) 

Max. vent 
Weight  
(kg / lb) 

Min. Vent  
Width  

(mm / inches) 

Max. Vent 
Width  

(mm / inches) 

Opening Angle 
 

(+/- 2.5°) 

SPS10 38 / 83.8 300 / 11.8 660 / 26 85° 

SPS16 47 / 103.6 450 / 17.7 838 / 33 90° 

SPSH16 55 / 121 450 / 17.7 838 / 33 60° 
Separate restrictors (SR8 or SR16) or vent holding devices or an operation mechanism may be required to hold 

large vents in a selected ventilation position against variable wind pressure. 
*Vents of 100 kg. must be fitted with S7280 Cam Adjustment Devices, which are optional on lighter vents. 

Revised parameters or new product.  Further revised July 2007.   
Revised / new product from June 2008.   To be made obsolete during 2008. 

 


